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- HIGH PRESSURE CLEAN UP

- POOLING FREE MOUNTING

- SIMPLE WASHING

- SMOOTH SURFACES

FEATURES

- NO PLASTIC PLUGS

- SEALED OIL PLUGS

- SEALED HOLES



Tradition. Innovation. Dedication.

Tradizione. Innovazione. Dedizione.

-

ceutica.
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Seafood Processing
Industria della lavorazione

del pesce

Meat & Poultry

Industria dellla carne

Possible contact

with processing product

Only in proximity to 

the processing product
prodotto

Dairy

Latte e derivati

Fruit & Vegetables

Beverage

Z Series 

L Series 

I Series 

Salt

Salt

Salt

Salt

Salt

Salt

Acid sanitization
Lavaggio acido

Acid sanitization
Lavaggio acido

Acid sanitization
Lavaggio acido

Acid sanitization
Lavaggio acido

Acid sanitization
Lavaggio acido

Acid sanitization
Lavaggio acido

Alkaline sanitization
Lavaggio alcalino

Alkaline sanitization
Lavaggio alcalino

Alkaline sanitization
Lavaggio alcalino

Alkaline sanitization
Lavaggio alcalino

Alkaline sanitization
Lavaggio alcalino

Alkaline sanitization
Lavaggio alcalino

Normal cleaning - Moist

Normal cleaning - Moist

Normal cleaning

Normal cleaning - Moist

Normal cleaning - Moist

Normal cleaning - Moist

Flours and derivatives

Suggested range
 suggerita

Conditions

Condizioni di utilizzo

OEM Applications guide
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Pharmaceutical & Chemical
 & 

Highly corrosive 

and harsh environment

Possible contact

with processing product

Only in proximity to 

the processing product
prodotto

Food packaging

processing

Animal food applications

Outdoor application

Z Series 

L Series 

I Series 

On deck

Indoor

Bakery applications

Suggested range
 suggerita

Marine

Salt

Salt

Salt

Acid sanitization
Lavaggio acido

Acid sanitization
Lavaggio acido

Acid sanitization
Lavaggio acido

Alkaline sanitization
Lavaggio alcalino

Alkaline sanitization
Lavaggio alcalino

Alkaline sanitization
Lavaggio alcalino

Normal cleaning - Moist

Normal cleaning

Normal cleaning - Moist

Conditions

Condizioni di utilizzo



NTT series

Coaxial gearboxes
Riduttori coassiali

Helical bevel gearboxes
Riduttori a coppia conica

Helical bevel gearboxes
Riduttori a coppia conica

SHIELD series

FULL STAINLESS STEEL series

Riduttori coassiali ad uno stadio

Riduttori coassiali ad uno stadio

Z

L

I
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hold dust, in close position to the products processed, usable 

in applications with light sanitarizations processes.

Motori elettrici 

Stainless steel

Motori elettrici in acciaio inox

-

Sealed

APM series

SPM series
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Montaggio diretto - No settaggi - No viti
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Section 9Full stainless steel helical bevel gearboxes

I

This range is 2 3 4 5 3 6 7 6 8 9



X42I

Center distance
Interasse

Input power Hollow output shaft

- : ; <
X62I - : = <

Output shaft in AISI 316L and special cover for full seals 

protection.

tenuta.

FEATURES
Caratteristiche

This product is:

Coppia

Type
Tipo

Torque

> ? @

Full stainless steel helical bevel gearboxes

Closed protection cap with o-ring in AISI 316L.

2 3 4 5 3 6 7 6 8 9



Stainless steel 316L hollow input/output shaft.

Viton seals with stainless steel 316L shield.

Hardened and ground gears.

FEATURES

> ? A

Special high tech full stainless steel housing with 



M X42I 7.29I

P

B

M A

I

-C

X42I

X42I

X62I

X62I

Standard

-C

-L

-E

-N

ø25

ø25

ø35

ø35

FB

BR

-F

BR

X42I

X62I

> ? B

Type Size Ratio

See technical

data table

Hollow output shaft Hollow output shaft

Single output shaft

Single output shaft

Output shaftHub Type

Universal

Reaction arm

How to order

Tipo

Vedi tabelle

dati tecnici

Grandezza Rapporto

Foro albero uscita Foro albero uscita

Albero uscita singolo

Albero uscita singolo

Albero uscitaMozzo Tipo

Forma base

Braccio di reazione

Flangia uscita



N B3-T

X42I

X62I

2

3

N

-Q

-R

-T

-U

-M

-> 71 B14 (ø105)

-> 80 B14 (ø120)

> 90 B14 (ø140)

-> 100÷112 B14 (ø160)

-> ø175

-> ø205

B3 A

B6 B

B7 C

B8 D

V5

V8

V6

IEC B14

E

0

> ? C

B
C
D
E
F

-> 11mm

-> 14mm

-> 19mm

-> 24mm

-> 28mm

Flange

Flange

With Type M specify 

terminal box position

morsettiera

Terminal box positionMotor size

With coupling

Mounting position Input bore

With coupling
Con giunto

Predisposto per giunto

Ready for input  

coupling

Flangia in uscita Posizione morsettieraGrandezza motore

Con giunto

Posizione di montaggio Foro entrata



Lifting Linear movement - TraslazioneRotation - Rotazione

Required power 

Torque - Coppia

Radial loads - Carichi radiali

Radial load generated by external transmissions keyed onto input and/or output shafts.

M:  - 

d:  - 

f
k
: Factor - 

1.15: Gearwheels - Ingranaggi 

1.25: Chain sprochets - Catena  

1.75: Narrow v-belt pulley - Cinghia Trapezoidale

2.50: Flat-belt pulley - Cinghia piatta

P[kW] = 
M[Kg] g

1000

v
P[kW] = 

M n

9550
P[kW] = 

F[N] v

1000

M  = M[lb in] = 
9550 63030P[kW] P[HP]

n n

FR[N] = FR[N] = 
M  M[lb in] 2000 8.9

d d[in]

f
k f

k

FR

> ? D



Output

speed

60

... ... ... ...

7.29

11.20

13.18

15.27

17.93

20.25

21.40

23.47

27.55

... ...

2.0

2.0

1.7

1.5

1.3

1.1

1.1

0.98

0.83

...

E F G H I G J IK L M
On

95

150

150

150

150

150

150

150

150

...

02

04

06

...

Service

factor

Motor

power

Nominal

torque

Output

shaft
Ratio

Nominal

power

Output

torque

Ratio

code

n
2 

] -

-
P [kW] M

2R 
i P [kW]M

2M -

- N
C

C

C

C

C

C

C

C

C

...

C

C

C

C

C

C

C

C

C

...

-T-Q -R

Input speed (n
1
) = 1400 min-1

X42I O P Q RFull stainless steel helical bevel gearboxes

How to select a gearbox

Select output speed

B

C

A

C

B

D

A

D

B)

Output speed

Ratio
Rapporto

Oper. hours per day

application with 

3h 10h 24h 

Moderate - Moderato 

Moderate - Moderato 

Heavy - 

Heavy - 

Mounting with reduction bushing

Available without reduction bushing

Gear size

riduttore

Notes
Note

Motor power

Flange code Input speed

> 10 > ? S



= =

X

Lubrication Radial and axial loads
Carichi radiali e assiali

Output

speed

60

42.6

7.29

11.20

13.18

15.27

17.93

20.25

21.40

23.47

27.55

29.21

32.88

38.12

44.89

50.34

58.58

77.36

2.0

2.0

1.7

1.5

1.3

1.1

1.1

0.98

0.83

0.78

0.70

0.60

0.51

0.40

0.39

0.30

E F G H I G J IK L M
95

150

150

150

150

150

150

150

150

150

150

150

150

131

150

150

02

04

06

Service

factor

Motor

power

Nominal

torque

Output

shaft
Ratio

Nominal

power

Output

torque

Input speed (n
1
) = 1400 min-1

Ratio

code

n
2 

] -

-
P [kW] M

2R 
i P [kW]M

2M -

-

B)

N
C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

C

-T-Q -R

X42I

Agip Shell

For more details on lubrication and plugs check our website. 

Tab. 1

Output shaft

250

150

100

75

50

25

15

4000

600

n
2 

] FR [N]FA [N]

Tab. 2

FR (N)

Feq (N)

FA (N)

Feq = FR
X + 28

54

B3 B8

V8

ASK

B6 V5

B7
t

V6

O P Q R

Supplied with reduction bushing Available on request without reduction bushing

Unit X42I is supplied with synthetic oil to assure long life lubrication.

Food grade oil is available on request. 

See Table 1 for lubrication and recommended quantity.

See Table 2 for possible radial and axial loads on the gearbox.

> ? >

Full stainless steel helical bevel gearboxes



ø
75

77

kit cod. KI630211
Protection cap ( on request )
A richiesta coperchio di protezione

75

82

37
.5

-0
.0

05
-0

.0
20

Single output shaft
Albero semplice in uscita

59.5

ø
25

Basic gearbox
Riduttore base

8

25H7

28
.3

Gearbox
weight

peso riduttore
13.0 kg

Mounting holes
position 

Posizione fori
di montaggio

PX42I ..-FB Feet
Piedini

M8x20

8

4 holes M8x14

70

14
4

92

21
.8

116

øF

M8x11

Output flange
Flangia uscita

PX42I ..-FL

PX42I.. ..A

52

28

kit cod. KX4I5028

6

12

59

114

150

ø10.5

ø
11

5
+

0.
20

+
0.

15

ø
17

5

kit cod. KI639011

X42II...P

114.5

100

110

A

M. flanges Kit code AøF

71B14

80B14

90B14

105
 

120
 

140

KI634047

KI634046

KI634041

197.5
 

199.5
 

199.5

110

Standard Hollow shaft
Foro in uscita standard

5050

PX42I ..BR
Reaction Arm
Braccio di reazione

ø11

150

180

kit cod. KX4I9027

516

20

X42I

T U V W
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X

For more details on lubrication and plugs check our website.

Lubrication Radial and axial loads

Output

speed

232

151

123

91

80

70

59

57

45.6

39.6

37.3

28.8

25.8

18.7

4

4

4

4

4

3

3

3

2.2

1.5

1.5

1.1

1.1

0.75

1.6

1.1

1.2

1.0

0.9

1.1

0.9

0.9

0.9

1.2

1.1

1.0

1.1

1.0

3011

308

2011

1611

208

1311

168

1111

138

811

118

611

88

68

6.03

9.26

11.36

15.36

17.46

19.97

23.60

24.45

30.69

35.35

37.57

48.68

54.33

74.81

155

238

291

394

448

386

456

472

436

346

368

348

389

367

6.1

4.5

4.7

3.8

3.5

3.1

2.7

2.6

2.0

1.8

1.7

1.1

1.2

0.73

X Y Z [ \ Z ] \^ _ `
240

270

350

385

400

410

410

410

410

410

410

365

410

360

01

02

03

04

05

06

07

08

09

10

11

12

13

14

Service

factor

Motor

power

Nominal

torque

Output

shaft
Ratio

Nominal

power

Output

torque

Ratio

code

n
2

[min-1] f.sP
1M

[kW] M
2R

[Nm]i P
1R

[kW]M
2M

[Nm]

Supplied with reduction bushing Available on request without reduction bushing
B) B) C)

a
X62I

Unit X62I is supplied with synthetic oil to assure long life lubrication.

Food grade oil is available on request. 

See Table 1 for lubrication and recommended quantity.

See Table 2 for possible radial and axial loads on the gearbox.

Tab. 1

Output shaft

250

150

100

75

50

25

15

3000

3500

3900

4450

5700

6650

8300

600

700

780

890

1140

1330

1660

n
2

[min-1] FR [N]FA [N]

Tab. 2

FR (N)

Feq (N)

Feq = FR
X + 39

69

FA (N)

B3

1.85 LT

B8

2.00 LT

B6

2.00 LT

V5

3.35 LT

B7

1.70 LT

V6

2.30 LT

b c d e Input speed (n
1
) = 1400 min-1

Agip Shell
V8

ASK

f g h h

BVI series

100-112

-U

-

-

- --

- --

80 90

-R -T



ø
88

94

kit cod. KI850211
Protection cap
( on request )
A  richiesta coperchio 
di protezione

Standard Hollow shaft
Foro in uscita standard

120

73.5

75

-0
.0

05
-0

.0
20

Single output shaft
Albero semplice in uscita

148.5

ø
35

Basic gearbox
Riduttore base

10

35H7

38
.3

Gearbox
weight

peso riduttore
25.8 kg

Mounting holes
position

Posizione fori
di montaggio

PX62I ..-FB Feet
Piedini

M8x23

10

6 holes M8x14

95

47
.5

90

18
3.

5

A 93

30

øF

M10x17

Output flange
Flangia uscitaPX62I ..-FL

PX62I.. ..A

60

38

kit cod. KX6I5028

6

13

81

156

176

ø13

ø
15

2+
0.

20
+

0.
15

ø
20

5

kit cod. KI859011

X62II...P

63 63
150

126126

M. flanges Kit code AøF

80B14

100-112B14

i j k l m n m o
120 255

160
i j k l m n m p

264

150

PX62I ..BR Reaction Arm
Braccio di reazione

ø11

200

240

kit cod. KX6I9027

686

20

90B14
i j k l m n m l

140 255

X62I

f g h q


